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CLEAN-OUT

GENERAL INFORMATION
CLEAN-OUT IS A POWERFUL SUPERIOR GRADE, SPRAY TANK
CLEANER. IT WILL CLEAN, RINSE AND EMULSIFY PESTICIDE AND
ADJUVANT RESIDUES AND BOND THEM TO THE RINSE SOLUTION
TO ALLOW FOR COMPLETE RINSING AND SYSTEM PURGING WITH
ORDINARY WATER. CLEAN-OUT IS TOLERANT TO HARD WATER
WHICH CAUSES SPRAY TANKS TO ACCUMULATE HIGH LEVELS OF
RESIDUE. IT IS TOTALLY SOLUBLE AND COMPATIBLE WITH ALL
SPRAY TANK MATERIALS WHILE ALSO CONTAINING CORROSION
INHIBITORS. IT NEUTRALIZES ACID RESIDUES OF PESTICIDES,
PREPARING THE SPRAY TANK FOR THE USE OF OTHER PROD-
UCTS. NEUTRALIZATION OF RESIDUE SPRAY MATERIALS WILL
PREVENT DAMAGE FROM OCCURRING TO NON-TARGET PLANTS.

WARNING
KEEP OUT OF REACH OF CHILDREN

NOTE: READ AND FOLLOW ALL LABEL DIRECTIONS AND CAUTIONS
ON ALL PRODUCTS USED.

DIRECTIONS
LARGE VOLUME SPRAYERS:  CLEAN-OUT IS EFFECTIVE AT DILU-
TION RATES UP TO 1:400. 250 ML OF CLEAN-OUT WILL TREAT UP
TO 100 L OF WATER. 4 L WILL TREAT UP TO 1600 L. ADJUST THE
DILUTION RATE AS NEEDED FOR INDIVIDUAL CONDITIONS. EACH
CLEANING SITUATION WILL VARY AND ADJUSTMENTS WILL BE
NECESSARY. CIRCULATE CLEAN-OUT TREATED SOLUTION
THROUGH THE SPRAY SYSTEM FOR 5-10 MINUTES. USE A HIGH
PRESSURE SPRAYER OR HOSE TO RINSE ALL INTERIOR AREAS
AND SPRAY TANK WALLS. PURGE HOSES, SPRAY LINES AND
NOZZLES FOR APPROXIMATELY ONE MINUTE. AFTER CLEANING,
DRAIN SYSTEM AND RINSE ALL TANK AND SPRAY AREAS.

HANDLING AND STORAGE
PROTECT FROM FREEZING. STORE ABOVE 0OC. DO NOT REUSE EMPTY
CONTAINER. DISPOSE OF CONTAINER IN A SAFE MANNER IN ACCOR-
DANCE WITH FEDERAL, PROVINCIAL AND LOCAL REGULATIONS.AVOID
CONTACT WITH EYES AND SKIN. WEAR PROTECTIVE EYE WEAR AND
CLOTHING. FOR OPTIMUM STORAGE STABILITY, STORE AT TEMPERA-
TURES BETWEEN 5OC AND 32OC. DO NOT STORE NEAR OXIDIZING AGENTS.

SPRAY TANK CLEANER
HAND HELD AND BACK-PACK SPRAYERS: USE APPROXIMATELY
30 ML OF CLEAN-OUT PER 4L OF WATER, AGITATE THOROUGHLY,
DRAIN AND FOLLOW WITH A CLEAN WATER RINSE.
NOTE: THE USE OF CLEAN-OUT OR OTHER TANK CLEANERS DOES
NOT GUARANTEE REMOVAL AND/OR NEUTRALIZATION OF ALL
RESIDUES. SOME PESTICIDES, SUCH AS 2, 4D AND DICAMBA, MAY
LEAVE PERSISTENT OR HARD-TO-REMOVE RESIDUES. MANY
VARIABLES EXIST WHICH MAKE CONSISTENT TANK CLEANING DIF-
FICULT (I.E. WATER QUALITY, USE OF CLEANING EQUIPMENT,
QUANTITYAND TYPE OF RESIDUE, AGE AND CONDITION OF SPRAY
TANK, SPRAY LINES, NOZZLES, ETC.). TO ENSURE THAT ALL
RESIDUES HAVE BEEN REMOVED, APPLY A SAMPLE OF THE RINSE
WATER TO SENSITIVE PLANTS (TOMATO, COTTON, ORNAMEN-
TALS, ETC.) AND AFTER SUFFICIENT TIME, OBSERVE FOR WILTING
OR SEVERE STRESS. IF STRESS OCCURS, REPEAT CLEANING
PROCESS AND RETEST AS ABOVE.

WARRANTY
SELLER’S GUARANTEE SHALL BE LIMITED TO THE TERMS SET OUT
ON THE LABEL AND SUBJECT THERETO, THE BUYER ASSUMES
THE RISK TO PERSONS OR PROPERTY ARISING FROM THE USE
OR HANDLING OF THIS PRODUCT AND ACCEPTS THE PRODUCT
ON THAT CONDITION.

DANGER

EYE, SKIN & RESPIRATORY IRRITANT
• Direct contact with eyes will cause
severe eye burns.

• Avoid contact with skin, may cause
irritation.

• Do not inhale vapours or mists.
• May be harmful if swallowed.

PRECAUTIONS
• Wear chemical goggles and chemical resistant
gloves.

• Wear a NIOSH approved respirator for mists
and sprays.

• Wash thoroughly after handling.
• Keep container tightly closed.

• Avoid contact with Acids, Oxidizers &
Reducing Agents.

FIRST AID
• Eyes: Immediately flush with water for
15 minutes. Obtain Medical Attention
Immediately.

• Skin: Immediately flush skin with water and
thoroughly wash with soap and water.

• Inhalation: Remove to fresh air. Give Artificial
Respiration ONLY if required. Obtain Medical
Attention Immediately.

• Ingestion: DO NOT INDUCE VOMITING. Give 1
glass of water to dilute material. Obtain Medical
Attention Immediately.

EMERGENCIES: FOR CHEMICAL SPILL, LEAK, FIRE OR EXPOSURE CALL (613) 787-5620.
Refer to Material Safety Data Sheet for further Information.
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